HIGH GLOSS WAX FREE OVERPRINT VARNISH


            PART NUMBER

             M000528
CUSTOMER NAME






            HEALTH


            1

CUSTOMER P/O#






            FLAMMABILITY


            1










REACTIVITY



0

MATERIAL SAFETY DATA SHEET

110

==========================SECTION I MANUFACTURER INFORMATION===========================

ATLAS INK AND SUPPLY, LLC




            EMERGENCY TEL.                911
9840 MONROE DRIVE, SUITE 101




            INFORMATION TEL.
     214-357-5100
DALLAS, TX  75220






            DATE PREPARED                       05/22/08

=============================SECTION II PRODUCT COMPONENTS==============================


NOTE:
THIS PRODUCT IS NOT DOT REGULATED


NOTE: ALL COMPONENTS OF THIS PRODUCT ARE LISTED IN TSCA INVENTORY

==========================SECTION IIA - HAZARDOUS INGREDIENTS============================

CHEMICAL NAME:
COBALT NEODECANOATE CAS#27253-31-2

OSHA PEL:

        .05mg/m3

COMMON NAME:



             



ACGIH THRESHOLD:
        .05mg/m3

OTHER LIMITS:




  N/A


% OF PRODUCT TOTAL:
     <1%

OTHER AGENCY:


    TSCA SECTION 313



CHEMICAL NAME:

      MANGANESE (TALLATE) 


OSHA PEL:

        .05mg/m3

COMMON NAME:


DRIER CAS#8030-70-4


ACGIH THRESHOLD:
        .05mg/m3

OTHER LIMITS:




  N/A


% OF PRODUCT TOTAL:
     <1%

OTHER AGENCY:


    TSCA SECTION 313


===============================SECTION III – PHYSICAL DATA=================================
BOILING POINT:



       464-525° F


HEALTH:


            1  

APPEARANCE: AMBER LIQUID WITH CHINAWOOD ODOR

 
FLAMMABILITY: 

            1

% VOLATILE:





  <10%


REACTIVITY:


            0

SOLUBILITY:





  .0001




SPECIFIC GRAVITY
(H20=1):

              0.9668




VAPOR PRESSURE
(mm Hg.):
                                <0.1


MELTING POINT:

     N/A

VAPOR DENSITY
(AIR=1):

          
     7.2


EVAP RATE (BUTYL ACETATE=1)<.01

===========================SECTION IV – FIRE & EXPLOSION DATA==============================
FLASH POINT:


             215°F P.M. OPEN CUP


EL:



  N/A%

FLAMMABILITY LIMIT:



 N/A


UEL:



  N/A%

METHOD USED:


                  OPEN CUP




EXTINGUISHING MEDIA:
FOAM Co2 DRY CHEMICAL

SPECIAL FIREFIGHTING PROCEDURES:


NORMAL FIRE FIGHTING PROCEDURES

CONDITIONS TO AVOID:


EXTREME HEAT / OPEN FLAMES / KEEP CONTAINERS TIGHTLY CLOSED

